
ANCHOR-WELD 2800FF  
FURNITURE & FOAM 

SPRAY GRADE ADHESIVE 
 
• Hexane-safe Formulation 
• Soft glue line 
• High early bond strength 
• Fast drying 
 
DESCRIPTION 
Anchor-Weld 2800FF Furniture & Foam is a premium quality, 
sprayable contact adhesive, featuring rapid drying properties and 
excellent green strength making it ideally suited for the furniture, 
upholstery and foam industries.  
 
Anchor-Weld 2800FF is a especially formulated solvent blend 
which reduces n-hexane concentrations to safe levels (refer 
MSDS) Anchor-Weld 2800FF is suitable for bonding rigid and 
flexible polyurethane foams and fabrics, cloth backed vinyl, 
timber, MDF and particleboard and other products used in the 
furniture and foam applications.  
 
Anchor-Weld 2800FF is fire rated 0.0.0.0/1 to AS1530.3-1982.  
Certificate available as required. 
 
LIMITATIONS 
Do not use on copper, expanded polystyrene foam, unbacked 
PVC or untreated polyethylene or polypropylene plastics.  Not 
recommended for exterior use.  Not recommended for bonding 
laminates or postforming, or for use with automotive headlining, 
or vinyl rooves. 
 
PREPARATION 
Anchor-Weld 2800FF is applied with suction feed or pressure pot 
equipment.  Prior to application ensure all surfaces are clean, dry 
and free of oil and grease. 
 
APPLICATION 
Anchor-Weld 2800FF can be applied using standard spray 
equipment such as 200 litre pumps, 20 litre pressure pots and 1 
litre suction cup guns. 
 
Spray adhesive to cover at least 80% of area with additional 
build up of adhesive towards the edges.   Apply to both surfaces 
and allow adhesive to flash off. Instant bonding will enable some 
repositioning; flash off exceeding 1-2 minutes will result in foam 
or fabric damage if repositioning is attempted.  
 
Bonding of materials should occur within 30 minutes - if left 
longer, a light spray coat should be reapplied to reactivate the 
surfaces. 
 
TYPICAL TECHNICAL DATA 
Type: Polychloroprene rubber / resin 
Colour: Red, Buff and Clear 
Solvent: Petroleum spirit, aromatic hydrocarbon 

and ketone mixture 
Viscosity: Thin syrup 
S.G.: 0.80 
Flash Point: Less than 0ºC 
Temperature 
Resistant: 

Conforms to AS2131-1987. 

   
PACKAGING 
Available in 20L and 200L containers 
 
COVERAGE RATE 

Approximately 6-7m² per litre on one surface 
 
CLEAN UP  
Clean up with Anchor-Weld 901 Solvent.  Thinning is not 
recommended.  Anchor-Weld 901 is not recommended for 
removing adhesive from vinyl or lacquered surfaces. 
 
SAFETY PRECAUTIONS 
A Material Safety Data Sheet is available on request.  Store 
away from heat sources and naked flames, under cover and well 
ventilated.  The solvents are highly flammable. 
 
SHELF LIFE 
Minimum of 12 months from date of manufacture if stored under 
cover between 5ºC and 30ºC. 
 
WARRANTY 
Your purchase of this product is subject to Anchor-Weld’s 
standard terms and conditions of sale.  The representation and 
recommendations regarding the products are based on tests 
which we believe to be reliable.  However, no guarantee of their 
accuracy can be made because of the great range of field 
conditions and variations encountered in raw materials, 
manufacturing equipment and methods.  Thus, the products are 
sold with a limited warranty only, and on the condition that 
purchasers will make their own tests to determine the suitability 
of the product for their particular purposes.  Under no 
circumstances will Anchor-Weld be liable to anyone except for 
replacement of the products or refund of the purchase price. 
 
All other warranties whether express or implied, including without 
limitation, any warranty of merchantability of fitness of purpose 
are expressly disclaimed unless prohibited by law or given in 
writing by Anchor-Weld for a specific project. 
 
(P.A.T.S. PROGRAM) 
This program is intended to eliminate potential field problems by 
pre-testing Anchor-Weld 2800FF Furniture & Foam Adhesive 
with samples of materials on which it will be used. 
 
Anchor-Weld Technical Services are available to pre-test any 
samples of substrate where the specifier / applicator may believe 
doubts on application suitability exists. 
 
The tests will aid in determining the proper surface preparation 
method.  Following this procedure will remove many of the 
unknown variables that affect field success.  Please contact your 
Anchor-Weld Representative for further details. 
ALL SALES ARE EXPRESSLY LIMITED TO THE TERMS AND 
CONDITIONS OF SALE OF ANCHOR-WELD AUSTRALIA. 
 
ANCHOR-WELD 2800FF 
ITEM NO. STOCK SIZE 
255661 Anchor-Weld 2800FF BUFF            20L 
255688 Anchor-Weld 2800FF BUFF          200L 
255629 Anchor-Weld 2800FF CLEAR          20L 
255637 Anchor-Weld 2800FF CLEAR        200L 
255645 Anchor-Weld 2800FF RED               20L 
255653 Anchor-Weld 2800FF RED             200L 
 
 
 




